Moss Motors
Car Cutout Model

It is easier to color your Midget before you cut it out.
Felt tip markers or color pencils work great.

Carefully cut out the car with an X-Acto knife or scissors.

After cutting out car, fold down tabs, then roll over rear body
panels first, gluing or taping tabs inside to hold body curvature.

Fold 90°

MG MIDGET

The MG Midget became a favorite amongst collectors and enthusiasts all around
the world, due to its more affordable prices. 236,089 MGs where built between
1961 and 1980.

Tip: Cut slots in body before folding car.
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Fold 90°

Fold rear bumperin“ ” shape
to line up with slots in rear of body,
then fold over ends and fit into slots

on side of body. @
Grille, headlight and bumper fold detail.

© Moss Motors, Ltd. MossMotors.com

Locate windshield in slots on
— cowl, giving it a slight curvature
to make it stand up.

Pre-form the curve on the top of the
fenders then tape/glue the back edge of
the fender to the body matching up the
bottom and body crease. Now roll over
the fender top and fit tabs along hood,
following the curve of the headlight.

o — Tip: Tape completed model to cardboard base.
— \ Cut top and bottom of front and (Black or dark gray looks good.)

rear overriders and fold out. Tip: Make long folds using a ruler for straight-edge.



